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SECTION  

Introduction & Usage

INTENT

 » Create a standard wayfinding 
sign program for the trails 
and bikeways that connect 
Cleveland and Cuyahoga County. 

 » Standards include the look 
and feel of the system of signs, 
guidelines for content, criteria 
for naming/nomenclature, and 
information hierarchy.

 » Create consistency in sign 
content and information 
hierarchy for people 
experiencing Cleveland and 
its communities via trails and 
bikeways.

 » Support and promote the trails 
and bikeways as an alternate 
way to see and experience 
Greater Cleveland and its 
communities.

USING THIS MANUAL

Section 1 Introduces the Graphic 
Standards for the Sign Program. 
It addresses the use of graphic 
elements, logos and symbols, fonts, 
colors, materials, and nomenclature 
used within the program. 

Section 2 Introduces the Sign Family. 
It includes programming and usage 
information for each sign type.

Sections 3 & 4 & 5 Provide Design 
Intent-level drawings for each sign 
type, specifying layouts, element 
sizes, materials and recommended 
fabrication and mounting methods. 
Note: These drawings and notes are 
for the sole purpose of expressing 
visual design intent and are not 
intended for actual fabrication 
purposes.

Appendix Provides Performance 
Specifications for use when 
procuring Sign Contracting 
Serrvices and to ensure quality 
assurance for the implementation 
of the program. This section also 
provides examples of sign system 
programming and sign face 
templates.

The purpose of this manual is to introduce the Off road Trails & Bikeways 

Wayfinding Sign System Standard and provide instructions to those who may 

be planning, specifying, and maintaining signs for trail and bikeway networks 

throughout Cleveland and Cuyahoga County. 

This wayfinding system was developed to create a connective experience for 

people choosing to explore Cleveland, its neighborhoods, and communities 

beyond via our extensive off road trail and bikeway network. 

The sign program is meant to provide consistent and uniform presentation 

of guidance information that not only supports comfort and safety but 

encourages exploration of our communities.

Cuyahoga Greenways Committee provides guidance and oversight for this plan. 

Adobe Illustrator templates for each sign type are available upon request and 

review. Please contact AHarnocz@DestinationCLE.org if your community is 

interested in implementing this signage plan. 

definitions

 » Off road trails: Multi-use trail facility designated for the use of pedestrians, bicycles, and/or other non-motorized 
users and associated bridges

 » Neighborhood Greenway: A low-volume, low-speed street used as a critical link in the bike network where off-
road options are not available. Also known as a Bike Boulevard

 » On-Road Facility: A designated space for bikes within the road. May be a standard bike lane, buffered bike lane, 
cycletrack, or other facility. Sharrows or other route markings do not, alone, constitute a dedicated on-road 
facility.

 » Bikeways: lane or thouroughfare for use by human-powered or electric powered bicycles or scooters
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SECTION  

Contact Information

TRAILS & BIKEWAYS 
WAYFINDING SYSTEM

For questions regarding the 
implementation of the Trails & 
Bikeways Wayfinding System, please 
contact:

Destination Cleveland 
Alex Harnocz  
aharnocz@destinationcle.org

216.875.6668 

SIGNAGE & WAYFINDING 
CONSULTANTS

This manual was prepared by Guide 
Studio, Inc. under the direction 
of the Destination Cleveland, the 
Cleveland Metroparks, the City 
of Cleveland, and the Cuyahoga 
Planning Commission.

Guide Studio, Inc.

Cathy Fromet 
cathy@guidestudio.com

216-921-0750
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SECTION 1

Fonts
One primary font family has 
been used for the Sign Standards 
Program: Interstate. 

Typography Call-outs

These labels are used in Section 3 to 
indicate the typeface and  other type-related 
specifications:

INTERSTATE

Interstate  
is the primary type family of the 
standardized Sign Program. It fulfills 
the specific legibility requirements of 
exterior signage and provides easy 
and quick recognition of characters 
at typical viewing distances and  
angles. 

ABCDEFGHIJKLMNOPQRSTUVWXYZ 
abcdefghijklmnopqrstuvwxyz 
1234567890
Interstate Bold

ABCDEFGHIJKLMNOPQRSTUVWXYZ 
abcdefghijklmnopqrstuvwxyz 
1234567890
Interstate Regular

AC
Typeface 

(see codes, 
right)

All caps (AC) 
or Upper & 
lowercase (UL)

*The fonts specified on this page are 
copyrighted and contain proprietary 
information belonging to the creators. 
Unauthorized copying or sharing of these 
fonts is expressly forbidden. Users of these 
fonts are to purchase the appropriate 
licenses for their use (links have been 
provided). Typeface licensing agreements 
may vary. Purchaser should review typeface 
licensing terms prior to purchase.

For information about purchasing fonts 
specified on this page visit 
Interstate: https://fonts.adobe.com/fonts/
interstate

https://freefontsvault.com/interstate-font-
download-free/ 

T2

T3

T4

T1

ABCDEFGHIJKLMNOPQRSTUVWXYZ 
abcdefghijklmnopqrstuvwxyz 1234567890
Interstate Light

ABCDEFGHIJKLMNOPQRSTUVWXYZ 
abcdefghijklmnopqrstuvwxyz 
1234567890
Interstate Black

T1



Off road Trails & Bikeways| Wayfinding Sign System Standards  © Guide Studio, Inc.  3

SECTION 1

Symbols & Arrows

SYMBOLS

Symbols, or pictograms, are an 
important tool in communicating to 
a diverse audience. Symbols cross 
language boundaries by employing 
images to identify and direct to 
public destinations and services. 
This sign program uses several 
of the internationally-recognized 
symbols utilized by the U.S. 
Department of Transportation and 
the National Parks Service.

These symbols have been selected 
for use with the sign system. Any 
additional symbols should be 
reviewed by the Task Force prior 
to use.

ARROWS

The directional arrow selected 
for the sign program is legible 
and easily-recognized. It may be 
positioned in (8) different directions 
as shown.

Bike  
(Accessible)

Restrooms  
(Available Amenity)

Rapid Transit Train 
(Available Amenity)

Rapid Transit Bus 
(Available Amenity)

Wheelchair 
(Accessible)

Bike Fix-it Station 
(Available Amenity)

Pedestrian  
(Accessible)

Dog Walking 
(Allowed)

Dining/Restaurants 
(Available Amenity)

Scooters 
(Accessible)

Refreshments/Snacks 
(Available Amenity)
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SECTION 1

System Icons
The following icons are meant to 
aid in identification of facility types 
and uses that do not have an official 
identity.

System Identities
The following logos are used 
to identify specific trails/trail 
management systems.

Neighborhood Greenway 
(On Road)

Bike Route 
(On Road)

Part of the Cuyahoga Greenway System 
(On Trail)









BIKEWAY

CLEVELAND

LAKEFRONT

DETROIT SHOREWAY NEIGHBORHOOD

Base Color
SIGN BODY

SIGN BODY SIGN BODY

SIGN BODY

NOTES:
1. Trail Logo/Name should be in white unless background

color does not provide adequate contrast (recommended 70% min.)

 Logo may include an additional color if contrast/color combination
allows (see Ohio & Erie Canalway example on next page)

2. Lower Header Text may be white if the brand color does not 
provide adequate contrast (recommended 70% min.) 

TEXT/GRAPHIC COLORS

Primary Trail Brand Color
UPPER HEADER

Secondary Trail Brand Color
LOWER HEADER

Part of the 

Cuyahoga 
Greenways 
System

Base Color A Base Color C

Base Color C

UPPER HEADER

Base Color
1

2

C

LOWER HEADER
Primary Trail Brand Color D

A

Base Color
POST

B

D

E

ELEVATION (ON-TRAIL DIRECTIONAL)
SCALE: 3/4"=1'

BACKGROUND COLORS

See Section 3
for alternates
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SECTION 1

Color Use: 
Off-Road Trail Signs
A specific system of color use has 
been established for the System. 
It is important to follow these 
standards in order to maintain 
cohesiveness through out the 
entire program, while allowing for 
customization and distinction.

Base colors are to remain constant. 
A Standard color scheme is 
available which is appropriate 
anywhere in the system. If desired, 
customization may occur within the 
header areas by utilizing specific 
trail identities and brand colors.



THE FLATS NEIGHBORHOOD

The Cleveland Foundation

Centennial Trail
TREMONT NEIGHBORHOOD

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

EASTBOUND

Part of the 

Cuyahoga 
Greenways 
System

BIKEWAY

CLEVELAND

LAKEFRONT

ADDITIONAL EXAMPLES  (ON-TRAIL DIRECTIONAL & ORIENTATION KIOSK)
SCALE: 3/4"=1'

The Orientation Kiosk follows the same
color guidelines as the Directional

Off road Trails & Bikeways| Wayfinding Sign System Standards  © Guide Studio, Inc.  9

SECTION 1

Color Use: 
Off-Road Trail Signs
The examples on this page, along 
with the previos page, show 
how maintaining these color 
standards allow for a cohesive, but 
customizable system. 



NOTES:
1. Arrow should be in white unless background color does not 

provide adequate contrast (recommended 70% min.)

2. When directional subtext is included, it may be the secondary brand
color or an additional color from the trail’s brand color palette. 
The selected color must allow for adequate contrast between
the background & text color (recommended 70% min.) 

SIGN BODY
ARROW BACKGROUND

Base Color
POST

B

ELEVATION  (ON-TRAIL FINGER POINTER DIRECTIONAL)
SCALE: 1/2"=1'

BACKGROUND COLORS TEXT/GRAPHIC COLORS

Primary Trail
Brand Color

Secondary or Tertiary
Brand Color2

PRIMARY MESSAGE

Base Color C

Base Color AD
ARROW

Base Color
1

C

DIRECTIONAL MESSAGE
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SECTION 1

Color Use: 
Off-Road Trail Signs
The examples on this page, along 
with the previos pages, show 
how maintaining these color 
standards allow for a cohesive, but 
customizable system. 



ELEVATION  (ON-ROAD SIGN FAMILY)
SCALE: 1/2"=1'

SIGN BODY

TEXT & GRAPHICS

Emerald Green
HEADER

Lake Blue
NEIGHBORHOOD BAND

Base Color A

D

E

Base Color C

Clark-Fulton

Brighton Park

Steelyard
Commons

OLD BROOKLYN

7 min

10 min

1 min

NEIGHBORHOOD
GREENWAY

OLD BROOKLYN

NEIGHBORHOOD
GREENWAY
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SECTION 1

Color Use 
Neighborhood Greenway 
Signs
The Neighborhood Greenway Sign 
Family utilizes the Greenways Color 
Palette along with a standard base 
color. Customization is not allowed.

Refer to Pages 6 & 7.
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SECTION 1

Content Guidelines
Overview

TIME TO DESTINATION:  
USE OF MILES OR MINUTES

 » In dense urban areas, in close 
proximity to destinations, use 
minutes over miles.

 » Longer haul trails that take 
over 10 minutes to get to the 
next destination, use miles over 
minutes.

 » Follow Federal Transit 
Administration guidelines for 
determining minutes and miles:

 » 15 minutes to walk 1/2 mile

 » 12 mph to ride 1/2 mile

 
MAINTAINED BY

 » White logo only

 » Include contact information 

CUYAHOGA GREENWAYS

 » Where applicable, we have 
provided an logo to identify that 
a trail, bikeway or greenway 
is a part of the Cuyahoga 
Greenways System.  
See Page 4 for approved logo.

NATIONAL/STATE BIKE ROUTES

 » Where applicable, a bike route 
medallion may be added to the 
bottom of the sign post of the 
Off Road Directional Signs.  

(Side upon entering a trail)

Allowable use symbols 
"What can I do?"

Trail Name (may or may not 
include a logo) 

"Where am I?"

Neighborhood or Municipality 
"Where am I?"

Neighborhood or Municipality 
"Where am I?"

Street 
"Where am I?"

Cuyahoga Greenways (left)

Trail Steward Organization 
White Logo 
QR Code to contact (optional)

Wayfinding Guidance 
"Where can I go?" 
"How can I get there?" 
"How long will it take me?"

Alert 
"Will I have to go on road?"

Typical content: 
Destinations and/or landmarks 
within a mile

Amenity symbols 

 
 

(Side upon exiting a trail)

ANATOMY OF A: 
ON TRAIL DIRECTIONAL
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SECTION 1

Content Guidelines
Nomenclture: Trails & Destinations

Major Trails 

Ohio & Erie Canalway Towpath Trail

Canal Basin Park Connector

Cleveland Lakefront Bikeway

Cleveland Lakefront Bikeway Connector

Cleveland Foundation Centennial Trail

Red Line Greenway

Harrison Dillard Bikeway

Morgana Run Trail

Whiskey Island Trail

Destinations 

In general, only civic/public destinations should be listed 

on directional signs and maps. Private organizations and 

businesses change too frequently to ensure accuracy of 

information and ease of maintaining the system. Other 

considerations include:

 » Open to the public

 » Have significant visitor interest

 » Open year-round

 » Give the local area a distinctive identity

 » Reached by an easily identifiable and safe route

Destination types that are appropriate for inclusion as 

messages on signs include:
 » Neighborhood & Districts

 » Streets

 » Public Parks

 » Park Destinations (such as Beach, Beach House, Towpath Mounds, etc.)

 » Trails

 » Public Venues (such as West Side Market)

 » Public Transit Stations

 » Museums

 » Landmarks (such as Cleveland Script Sign, Free Stamp, etc.)

 

It is important to identify locations of comfort amentities 

such as places to eat, restrooms, stores, etc. However, since 

the majority of these type of amenities are privately owned, 

symbols for these types of amenties are to be associated with 

destinations listed. 

Please see page 3 for approved symbols.
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SECTION 1

Content Guidelines
Nomenclature: Neighborhoods & 
Districts (Seamless Cleveland)

Neighborhoods/
Districts 

 Broadway- Slavic Village 
Warsawa  
Hyacinth 

Brooklyn Centre  
MetroHealth Hospital Campus 

Buckeye- Woodhill  
St. Luke’s 

Central  
Arbor Park  
NEO Food Terminal  

Clark- Fulton   
La Villa Hispana 

Collinwood  
North Collinwood  
South Collinwood  
Waterloo Arts District 
Lakefront 

Cudell  
Lorain Station 

Detroit- Shoreway   
EcoVillage  
Gordon Square  
Battery Park   
Lorain Antiques District  
Mt. Carmel  
Lakefront

 

Downtown   
North Coast Harbor 
Burke Lakefront Airport 
The Port  
Warehouse District 
The Flats  
Tower City   
Gateway District 
Playhouse Square 
NineTwelve  
Civic Center  
Campus District 

Edgewater   
Clifton   
Lakefront 

Euclid Green  

Fairfax  
Cleveland Clinic Campus 
New Economy  
Cedar Avenue District 
Quincy Center 

Glenville  
Rockefellar Park 
Garrett Square 

Hough  
League Park   
Upper Chester 

Kinsman  
Heritage View District 

Lee- Harvard 

Lee- Seville 

MidTown  

Mount Pleasant  
Civic Commons 

Ohio City  
South of Lorain 
Market District 
Hingetown

Old Brooklyn  
South Hills 
Brookside Park

Shaker Square  
Larchmere 
Buckeye

St. Clair-Superior 
Asia Town 
Lakefront 

Stockyards

Tremont  
Duck Island 
Historic Tremont 
South Tremont 
Steelyard 

Union-Miles

University Circle 
Uptown  
Wade Oval   
Little Italy   
University Hospital Campus 
Case West Campus  
Case North Campus  
Case Main Campus

WesTown 
Variety Village 

West Park  
Kamm’s Corners  
Bellaire- ‐Puritas 

This page presents the approved 
nomenclature used in the 
Seamless Cleveland Wayfinding 
Program. Where applicable, these 
Neighborhood and District names 
should be used in the Off road Trails 
& Bikeways Wayfinding Sign System. 

Neighborhoods & Districts/Nodes 
are listed as agreed during March 
2014, July 2014 and August 
2014 workshops with Cleveland 
City Planning Commission, 
City of Cleveland Department 
of Community Development, 
Downtown Cleveland Alliance, 
Cleveland Neighborhood Progress, 
and two stakeholder naming 
workshops.
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SECTION 1

Mapping
Graphic Standards

Part of Orientation Kiosk

Maps are an important component 
of the wayfinding program. They 
provide the user with the ability to 
orient themselves to the area and 
gain a greater perspective of how 
they can explore off trail on their 
journey. 

Maps for this Wayfinding System are 
unique to each area and will need to 
be developed as the sign system is 
implemented.

Mapping Characteristics:

 » Heads up Orientation:  
maps for wayfinding which are 
rotated in the direction of travel.

 » Subway Style Design: 
schematic diagram style that 
simplifies the presentation of 
an area in favor of clear path of 
travel, connections and defined 
entry and exit points.

Mapping Content:

 » Trail path

 » Connecting streets/roads/trails

 » Neighborhoods & Districts 
(include symbols to indicate 
available amenities)

 » Transit stops

 » Major landmarks

 » Public destinations (content 
should align with what is 
presented on directional signs 
for the area)

W. 76TH

W. 73RD

W. 65TH

W. 58TH

W. 49TH

W. 28TH

W. 25TH

KEY

TRAIL ENTRY

CLEVELAND 
LAKEFRONT 
BIKEWAY TRAIL

SHARE ROAD

DINING

BUS TRANSIT
AVAILABLE

YOU ARE HERE

WEST BLVD

CLIFTON BLVD

EDGEWATER
NEIGHBORHOOD

D
E

T
R

O
IT

 A
V

E

LAKE AVE

L
A

K
E

 A
V

E

RTA RED LINE
WEST BLVD - CUDELL

RAPID STATION

RTA RED LINE
W. 65TH - LORAIN
RAPID STATION

<
 TO LAKEW

OOD

WENDY
PARK

EDGEWATER
BEACH

CLEVELAND
SCRIPT SIGN

West Blvd

PARK ENTRY

Cass Ave & W. 58th

Herman Ave & W. 49th

Garrett A. Morgan 
Water Treatment Plant Overlook

W. 73rd

W. 65th

EDGEWATER
BEACH 
HOUSE

D
E

T
R

O
IT

 A
V

E

DETROIT AVE

DETROIT
SHOREWAY
NEIGHBORHOOD

GORDON

SQUARE ARTS

DISTRICT

C
LEVELA

N
D

 
LA

K
EFR

O
N

T 
<

 B
IK

EW
AY 

LAKE ERIE

W
H

ISK
EY ISLAN

D
 D

R

MAIN AVE

W
A

SH
IN

GTO
N

 AVE

W. 28th

W. 25th

CLEVELAND LAKEFRONT BIKEW
AY >

TO DOW
NTOW

N >

RTA REDLINE
W. 25TH OHIO CITY

RAPID STATION

LORAIN
 AVE

OHIO CITY
NEIGHBORHOOD

HINGETOWN

DISTRICT

THE FLATS

(WEST BANK)

TO CLEVELAND FOUNDATION

CENTENNIAL LAKE LINK TRAIL  >

    
 C

UYAHOGA R
IV

ER

W. 76th

W 25TH ST

WEST SIDE
MARKET

Parks 
PMS 368 C 
30% tint

Land 
PMS 7502 C 
25% tint

Road 
PMS 7502 C 
30% tint

Neighborhood 
Name 
PMS 548 C 
40% tint

Off road Trail 
PMS 548 C 
100% tint

Water 
PMS 2915 C 
30% tint

 
Text 
85% tint

 
Text 
PMS 342 C

Share Road 
PMS 423 C 
100% tint

Rapid Line 
PMS 485 C 
100% tint

District 
Names 
PMS 548 C 

Color Map Example

Pleas see page 22 for incorporation into sign type(s) A.1/A.2.1

Type

Liberator Regular 
70 pt | Neighborhood Names 

40 pt | District Names

DIN BOLD 
30 pt | Street & Destination Labels 

35 pt | Trail Entry Points 

20 pt | Trail Continuation notes



SECTION 2

Sign Standards
 Off-Road Trail Sign Family Overview

 Neighborhood Greenway Sign Family Overview

    On-Road Facility Sign Family Overview

 Typical Installation & Mounting



EASTBOUND

trail maintained by

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

trail maintained by

Logo/Text

Logo

Logo/Text

Text

Logo

EASTBOUND

trail maintained by

Part of the 

Cuyahoga 
Greenways 
System

Logo/Text

Logo Part of the 

Cuyahoga 
Greenways 
System

trail maintained by

Logo/Text

Text

Logo

Orientation 
Side

Directional 
Side
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SECTION 2

Off-Road Trail Sign 
Family
The Off-Road Trail Sign Family 
utilizes a standard base color and 
customizable identity/brand colors 

Directional

2'-3"w x 4'-6"h panel

Freestanding single- or double-sided 
post and panel sign 

Provides directional information to 
places, connections, amenities off the 
trail

Used on trail at entry/exit points

Orientation Kiosk/Directional

2'-3"w x 6'-0"h panel

Freestanding double-sided post and panel 
sign 

Provides orientation to the surrounding 
area and trail access information on one 
side & directional information to places, 
connections, amenities off the trail on the 
other

Used at trailheads that are met by on-road 
facilities or Neighborhood Connectors

Directional 

3'-0"w x 8"h panel

Freestanding multi-panel flag-mounted 
sign (finger pointer) 

Provides quick read directions to 
surrounding destinations, trail direction

At trail junction points

 

Orientation Kiosk

2'-3"w x 6'-0"h panel

Freestanding single- or double-sided 
post and panel sign 

Provides orientation to the surrounding 
area and trail access information

Used at trailheads

A2 A2.1 A3A1



Clark-Fulton

Brighton Park

Steelyard
Commons

OLD BROOKLYN

7 min

10 min

1 min

NEIGHBORHOOD
GREENWAY

OLD BROOKLYN

NEIGHBORHOOD
GREENWAY

Pearl
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SECTION 2

Neighborhood 
Greenway Sign Family

Trailblazer/Directional 
Post-Mounted

3'-0"w x 2'-6"h 

Single message directional (to specific 
trails or greenways)

Can be mounted on existing posts/poles 
or with a new post

Directional 
Post-Mounted

3'-8"w x 3'-0"h

Multi-message directional

Can be mounted on existing posts/poles 
or with new posts

Confidence Marker/Directional 
Flag-Mounted

1'-6"w x 1'-6"h wedge

Used on longer road spans to provide 
reinforcement of route and directions for 
on road connections

Mounted on existing posts/poles

Confidence Marker/Directional 
Post-Mounted

2'-6" circle

Used on longer road spans to provide 
reinforcement of route and directions for 
on road connections

Can be mounted on existing posts/poles 
or with a new post

B1 B2 B3.1 B3.2



Finished Grade

Finished Grade

Finished Grade

Finished Grade

3'-0" to 4'-0"
(Per local code & sign 
contractor engineer)

1'-0" ±

3'-0" to 4'-0"
(Per local code & sign 
contractor engineer)

1'-0" ±

3'-0" to 4'-0"
(Per local code & sign 
contractor engineer)

1'-0" ±

3'-0" to 4'-0"
(Per local code & sign 
contractor engineer)

1'-0" ±

Concrete foundation

Concrete should be
formed so as to not
collect water at base

Concrete foundation

Concrete should be
formed so as to not
collect water at base

Concrete base may be raised
2" above grade if desired

Concrete base may be raised
2" above grade if desired

Concrete foundation Concrete foundation

Concrete should be
formed so as to not
collect water at base

Sign post set
in concrete

Sign post set
in concrete

Sign
post Sign

post

Sign
post

Anchor
post set in
concrete

Anchor
post

Anchor
post

Bolt, washer,
spacer, & locknut

Anchor post set
in concrete

Sign post

Breakaway plate/bolt
assembly per sign
contractor engineer

FRONT VIEW - BREAKAWY OPTION
SCALE: 3/8"=1'

FRONT VIEW - DIRECT BURIAL
SCALE: 3/8"=1'

FRONT VIEW - DIRECT BURIAL
SCALE: 3/8"=1'

FRONT VIEW - BREAKAWAY OPTION
SCALE: 3/8"=1'

SIDE VIEW
SCALE: 3/8"=1'

TOP SECTION
NOT TO SCALE

Front
of sign

Solid Post
Perforated 
Square Post

 » Preamble here stating that ALL sign types may use either Square Post or 
U-Channel installation. Note any types that require two posts. 
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SECTION 2

Typical Installation 
& Mounting 
Square Post

Typical Installation 
& Mounting 
U-Channel Post



SECTION 3

Off-Road Trail Sign Drawings
Orientation / Information

Directional

Directional - Finger post-mounted



6'-0"

2'-1"

2'-3" 3"

EQ. EQ.

CL

5'-6"

3"

3"

1/8" aluminum panel with 
full face retroreflective vinyl 
printed face

Non-reflective printed map
applied to face

Sign panel attached to post with aluminum 
L-angles & stainless steel tamper-resistant pin-in-torx 
fasteners painted to match post
Alternate: Rivets/fasteners through the sign face(s), 
to be covered with color-coordinated vinyl patches
(NOTE: Location of rivets/fasteners must be coordinated
to not cover text, icons, or symbols)

Painted square aluminum post
Alternate: 2" square aluminum or galvanized
powder-coated brown post with holes every 1" 
(NOTE: For 2” square alternate, sign installer must
determine if single post is su�cient for wind load and 
support of sign panel) 

Direct burial in concrete
(See TYPICAL INSTALLATION Detail)

TOP SECTION VIEW – 
ATTACHMENT DETAIL
SCALE: 3"=1'

ELEVATION
SCALE: 1/2"=1'

SIDE VIEW
SCALE: 1/2"=1'

Aluminum post
Aluminum sign panel adhered

to aluminum L-angle (no visible
fasteners through sign face)

Stainless steel 
tamper-resistant 
pin-in-torx
fasteners

1"

1"

8'-1"



BIKEWAY

CLEVELAND

LAKEFRONT

EASTBOUND

trail maintained by

BIKEWAY

CLEVELAND

LAKEFRONT

EASTBOUND

trail maintained by

BIKEWAY

CLEVELAND

LAKEFRONT

EASTBOUND

trail maintained by

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

BIKEWAY

CLEVELAND

LAKEFRONT

WESTBOUND

trail maintained by

You are in the Ohio City Neighborhood

You are in the Detroit Shoreway Neighborhood

You are in the Edgewater Park Neighborhood

Part of the 

Cuyahoga 
Greenways 
System

5"

7 1/2"

2 1/2"

1 3/4"

1 3/4"

1 3/4"

1 3/4"

1 1/4"

1 1/4"

1 1/2" typ.
btwn. symbols

2"

13/16" cap ht.

13/16" cap ht.

1"

Dashed line represents 
maximum space for logo

2 3/8"

1" cap ht. (centered)

T1    +20% tracking

1"

Dashed line represents space
for logo (Logo should be one
color only)

23 1/2" wide x 33" high
Heads-up “You Are Here” map 

5/8"

T2

13/16" cap ht. & symbol

1/2"

1/8" thick rule line

RULE LINE DETAIL
SCALE: 1"=1'

NEIGHBORHOOD TEXT DETAIL
SCALE: 1"=1' 1/2"  btwn. symbols

1"

1" typ.
spacing

8"

2 3/4"

2'-9"

T3

T2

T2

Standard: 0% tracking

-25% tracking

-40% tracking

1. Text should never extend past established margins
2. Reduce tracking as necessary (min. -40%)
3. If -40% is not enough, text should extend to 2 lines
 with line spacing = 1/2 cap ht.

ADDITIONAL SIGN FACE LAYOUT EXAMPLES
SCALE: 1/2"=1'

SIGN FACE LAYOUT
SCALE: 1"=1'

4 1/2" max. logo ht.
(width may vary)

1/2" cap ht.
1 3/4"

3"



EXAMPLES OF HEADS-UP MAPPING
SCALE: 3/4"=1'

NOTE: Heads-up mapping orients the map to whatever direction the user is facing when viewing the 
sign. In otherwords, north is not always up. Heads-up mapping should be used because it provides the 
user with a contextual understanding of their surroundings – up is straight ahead & what is to the left 
(or right) on the map is actually to that person’s left or right. This also allows the user to understand the 
order in which they will approach di�erent stops, neighborhoods, streets, & amenities.  

CLEVELAND LAKEFRONT BIKEWAY - EASTBOUND CLEVELAND LAKEFRONT BIKEWAY - WESTBOUND



4'-6"

2'-10"

2'-3" 3"

EQ. EQ.

CL

4'-0"

3"

3"

1/8" aluminum panel with 
full face retroreflective vinyl 
printed face

Sign panel attached to post with aluminum 
L-angles & stainless steel tamper-resistant pin-in-torx 
fasteners painted to match post
Alternate: Rivets/fasteners through the sign face(s), 
to be covered with color-coordinated vinyl patches
(NOTE: Location of rivets/fasteners must be coordinated
to not cover text, icons, or symbols)

Painted square aluminum post
Alternate: 2" square aluminum or galvanized
powder-coated brown post with holes every 1" 
(NOTE: For 2” square alternate, sign installer must
determine if single post is su�cient for wind load and 
support of sign panel) 

Direct burial in concrete
(See TYPICAL INSTALLATION Detail)

TOP SECTION VIEW – 
ATTACHMENT DETAIL
SCALE: 3"=1'

ELEVATION
SCALE: 1/2"=1'

SIDE VIEW
SCALE: 1/2"=1'

Aluminum post
Aluminum sign panel adhered

to aluminum L-angle (no visible
fasteners through sign face)

Stainless steel 
tamper-resistant 
pin-in-torx
fasteners

1"

1"

7'-4"
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SECTION 3

On-Trail Directional  
Post-Mounted

A2



BIKEWAY

CLEVELAND

LAKEFRONT

The Flats West Bank
3 min8 min

3 min8 min

The Flats

Centennial Lake
Link Trail

6 min15 min

via Washington Avenue
Bikes Share the Road

via Washington Avenue
Bikes Share the Road

via Washington Avenue
Bikes Share the Road

trail maintained by

OHIO CITY NEIGHBORHOOD

Ohio City
Neighborhood

W. 25th Street

Market District

West Side Market
5 min10 min

RTA Redline
W. 25th - Ohio City
Rapid Station

6 min14 min

Bikes Share the Road

trail maintained by

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

ARROW DETAIL
SCALE: 1"=1'

TIME/DISTANCE DETAIL
SCALE: 1"=1'

BIKE SHARE ROAD DETAIL
SCALE: 1"=1'

5"

7 1/2"

2 1/2"

5"

6 1/2"

3 1/2"

1 3/4"

1 3/4"

1 3/4"
1 3/4"

1 3/4"

1 1/4"

1 1/4"

Dashed line represents maximum space for logo

Dashed line represents space for logo
(Logo should be one color only)

1"

2 3/8"

1 1/2" typ.
btwn. symbols

1" cap ht. (centered)

2 1/4"

2 1/4"

2 1/4"

1.  Arrow length is always 2 1/4" no matter rotation & is always centered with text
2.  Arrow direction should never repeat. Destinations should be grouped under 
 their proper direction & a new arrow appears only if pointing in a new direction

2 1/2"

CL

1 9/16" cap ht.

1"

13/16" cap ht.

13/16" cap ht.

2"

11/16" cap ht.

1/2"1 1/2"

5/8"

1/2"

1/8" thick rule line

3/4" btwn. lines
if name extends to

multiple lines

4 1/2" max. logo ht.
(width may vary)

5/8"

1/2" cap ht.

SIGN FACE LAYOUT - TRAIL LOGO
SCALE: 1"=1'

SIGN FACE LAYOUT - NEIGHBORHOOD
SCALE: 1"=1'

1 3/4"

5"
flush 

left text

1 9/16"
amenity
symbol

(centered
with text)

2 3/4"

(2 3/4" spacing 
is typ. btwn.

di�erent
destinations)

2 3/4"
1 3/4"

7/8"

2 1/4"

(when “via”
message doesn’t

exist, spacing
should remain
as if message

does exist)

1 3/16"
1 1/8" cap ht.

3/4"

1 1/2" cap ht.

3/4"

1 1/2" cap ht.

EQ.

EQ.

EQ.

EQ.

NOTE: Any dimension not shown should match layout to the left

T3

T2

T1    +20% tracking
T1

T2

T2 T2

T2

T2

3"
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SECTION 3

On-Trail Directional  
Post-Mounted

A2





BIKEWAY

CLEVELAND

LAKEFRONT

WESTBOUND

trail maintained by

BIKEWAY

CLEVELAND

LAKEFRONT

The Flats West Bank
3 min8 min

Centennial Lake
Link Trail

6 min15 min

via Washington Avenue
Bikes Share the Road

via Washington Avenue
Bikes Share the Road

trail maintained by

CLEVELAND TRAIL SYSTEM

Part of the 

Cuyahoga 
Greenways 
System

Part of the 

Cuyahoga 
Greenways 
System

6'-0"

2'-1"

2'-3"

EQ. EQ.

CL

ORIENTATION SIDE
SCALE: 1/2"=1'

6'-0"

2'-1"

2'-3"

CL

DIRECTIONAL SIDE
SCALE: 1/2"=1'

At the start of new Trailheads that are met by
on-road facilities or Neighborhood Connectors,
it may be appropriate to have a Trail Orientation map
on one side and a Directional on the other.

The longer Orientation Kiosk panel size should be used 
for both sides.

This will provide additional room for messages or should
be simply left blank. Message layout should not change.
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SECTION 3

On-Trail Orientation/Directional  
Post-Mounted

A2.1



Cap post

Direct burial in
concrete (See TYPICAL
INSTALLATION Detail)

ELEVATION
SCALE: 1/2"=1'

TOP VIEW
SCALE: 1/2"=1'

SIGN FACE LAYOUT
SCALE: 3/4"=1'
(Panel is double-sided)

SIDE VIEW
SCALE: 1/2"=1'

Painted round
aluminum post

3'-0" panel typ.

5"

8" typ.

8"

8"

7'-3" min.
(5 panels max.)

11'-0"

1/8" aluminum panel
with full face

retroreflective vinyl
printed face

Angle will vary based on
location and path direction

Ø 2 3/8" aluminum post
with cap 1/8"

3 1/2"
2 3/16" cap ht.

2 3/16" cap ht.

1"

CL
center arrow & text
vertically on panel

9/16"

3/4"

1 1/2" cap ht.

T1   +80% tracking
        (all caps)

1" cap ht.

T2

T2

PANEL PLACEMENT NOTES:
1.  Directional panels shown for graphic  
 purposes only –actual configuration  
 will vary per sign
2. Always start first panel at 5" from top 
 of post & work down
3.  Only 1 panel should be mounted per  
 “row”, for a max. total of 5 panels

2 3/8" dia. post

6 3/4"1 1/4"

6 3/4" 1 1/4"

7" tall rounded aluminum 
t-bar bracket for 2 3/8" dia.
post painted to match post 
(fasteners should be stainless
steel & painted to match 
bracket & post)

Note: It is the sign contractor’s
responsibility to ensure proper 
windload requirements are met

2" min.
margin

2" min.
margin



SECTION 4

Neighborhood Greenway Sign 
Drawings
On Road Trailblazer

On Road Directional

Confidence Marker



OLD BROOKLYN

NEIGHBORHOOD
GREENWAY

OLD BROOKLYN

NEIGHBORHOOD
GREENWAY

OLD BROOKLYN

NEIGHBORHOOD
GREENWAY

BIKES MAY USE
FULL LANE

OLD BROOKLYN

ELEVATION (TYPICALLY DOUBLE-SIDED)
SCALE: 3/8"=1'

SIDE VIEW

SIDE VIEW ALTERNATE POST INSTALLATION

FRONT VIEW

FRONT VIEW

MOUNTED TO EXISTING UTILITY POLE
SCALE: 3/8"=1'

ALTERNATE POST
SCALE: 3/8"=1'

SIGN PANEL DETAIL - NEIGHBORHOOD GREENWAY
SCALE: 3/4"=1'

2'-6"

3'-0"

11'-0" post

3 1/2" wide galvanized or
aluminum u-channel post
(thickness to withstand
required windload)

Install with standard
u-channel post breakaway
mechanism & hardware
(See TYPICAL INSTALLATION 
Detail)

Install with stainless
steel straps, appropriate 
brackets/bracing & 
hardware to withstand 
required windload

1'-10"

4"

1'-9"

T1 

D

C

C

A

E

C

1 1/2"

EQ.

6"

EQ.

2 1/2"

1/8" aluminum panel with 
full face retroreflective 
engineer grade vinyl face

Add-on 1/8" aluminum panel 
as needed (full face retroreflective
engineer grade vinyl face)

Sign panel attached to post 
with aluminum L-angles & 
stainless steel tamper-resistant 
pin-in-torx fasteners painted
to match post

Cap post

3" sq. painted aluminum post

Direct burial
in concrete,
min. 36” deep

Breakaway mechanism
per fabricator

+20% tracking

8"

2'-6"
A

B

C T1 

+20% tracking,
all caps

2"

1"

6'-8" min.
clearance required

NOTE: Fasteners through
the face of the sign should not
cover any graphics or text
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SECTION 4

Neighborhood Greenway Trailblazers  
Post-Mounted

B1



CLEVELAND TRAIL SYSTEM

BIKES MAY USE
FULL LANE

TRAIL ENTRANCE

CLEVELAND TRAIL SYSTEM CLEVELAND TRAIL SYSTEM

CLEVELAND TRAIL SYSTEM

Connection to

CLEVELAND TRAIL SYSTEM
ALTERNATE POST
SCALE: 3/8"=1'

MOUNTED 
TO EXISTING 
UTILITY POLE
SCALE: 3/8"=1'

ELEVATION (TYPICALLY DOUBLE-SIDED)
SCALE: 3/8"=1'

WITH HEADER PANEL
SCALE: 3/8"=1'

2'-6"

3'-0"

11'-0" post

11'-0" to top

3 1/2" wide galvanized or
aluminum u-channel post
(thickness to withstand
required windload)

Install with standard
u-channel post breakaway
mechanism & hardware
(See TYPICAL INSTALLATION 
Detail)

1/8" aluminum panel with 
full face retroreflective 
engineer grade vinyl face

Colors vary depending on brand

Add-on 1/8" aluminum panel 
as needed (full face retroreflective
engineer grade vinyl face)

Color to match background
of panel above

Add-on 1/8" aluminum header panel 
as needed (full face retroreflective
engineer grade vinyl face)

Color to match background
of panel below

8"

2'-6"

C T1 

+20% tracking,
all caps

C T1 

2"

1"

2"

2 1/2" cap ht.

6'-8" min.
clearance required

6'-8" min.
clearance required

1'-10"

4" 1 1/4"

EQ.

EQ.

6"

T1 +20% tracking

NOTE: Text & arrow Colos to 
be white (if on a dark background) 
or a dark color from brand (if on 
light background)

MUTCD/DOT min. contrast
requirements must be met

Upper/lowercase

SIGN PANEL DETAIL - TRAIL
SCALE: 3/4"=1'

NOTE:  See details on previous page

2"

2"

2" 2"

Dashed line represents
maximum space for logo

6"
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SECTION 4

Neighborhood Greenway Trailblazers  
Post-Mounted

B1



Clark-Fulton

Brighton Park

Steelyard
Commons

OLD BROOKLYN

7 min

10 min

1 min

NEIGHBORHOOD
GREENWAY

Clark-Fulton

Brighton Park

OLD BROOKLYN

7 min

1 min

NEIGHBORHOOD
GREENWAY

Clark-Fulton

Brighton Park

Steelyard
Commons

OLD BROOKLYN

7 min

10 min

1 min

NEIGHBORHOOD
GREENWAY

Clark-Fulton

Brighton Park

Steelyard
Commons

OLD BROOKLYN

7 min

10 min

1 min

NEIGHBORHOOD
GREENWAY

(2) 3 1/2" wide galvanized or
aluminum u-channel posts
(thickness to withstand
required windload)

Install with standard
u-channel post breakaway
mechanism & hardware
(See TYPICAL INSTALLATION 
Detail)

1'-0"

ELEVATION - LARGE DIRECTIONAL
(TYPICALLY DOUBLE-SIDED)
SCALE: 3/8"=1'

3'-0"

3'-8"

11'-0" posts

B

ELEVATION - SMALL DIRECTIONAL
(TYPICALLY DOUBLE-SIDED)
SCALE: 3/8"=1'

3'-0"

3'-0"

6'-8" min.
clearance requiredAdd-on 1/8" aluminum

panel as needed (full face 
retroreflective engineer 
grade vinyl face)
See detail next page

6'-8" min.
clearance required

NOTE: Two (2) standard panel heights have been specified to make for simpler maintenance & 
management of the sign program. Panel size is determined based on the amount of directional 
information needed. When double-sided, both sides should utilize the same panel height. 

SIDE VIEW ALTERNATE POST 
INSTALLATION

FRONT VIEW

ALTERNATE POST
SCALE: 3/8"=1'

Sign panel attached 
to post with aluminum
L-angles & stainless steel
tamper-resistant 
pin-in-torx fasteners
painted to match post

Cap post

3" sq. painted
aluminum post Direct burial

in concrete,
min. 36” deep

Breakaway 
mechanism
per fabricator

SIDE VIEWFRONT VIEW

MOUNTED TO EXISTING UTILITY POLE
SCALE: 3/8"=1'

Install with stainless
steel straps, appropriate 
brackets/bracing & 
hardware to withstand 
required windload

1/8" aluminum panel with 
full face retroreflective 
engineer grade vinyl face
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SECTION 4

Neighborhood Greenway Directional  
Post-Mounted

B2



Clark-Fulton

OLD BROOKLYN

7 min

Clark-Fulton
7 min

Steelyard
Commons10 min

Steelyard
Commons10 min

Treadway
Creek Trail
via Harmody Park

1 min

Brighton Park
1 min

Brighton Park
1 min

Clark-Fulton

OLD BROOKLYN

7 min

Brighton Park
1 min

BIKES MAY USE
FULL LANE

SHARE THE ROAD

OLD BROOKLYN

BIKE ROUTE

ADD-ON PANEL DETAIL
SCALE: 3/4"=1'

ALTERNATE TOPPER
SCALE: 3/4"=1'

SIGN PANEL DETAIL
SCALE: 3/4"=1'

MESSAGE LAYOUT DETAILS
SCALE: 3/4"=1'

T1 

D

C

E

+20% tracking

2'-6"

4" 1 1/2"

10"

2"

2 1/2"

2 1/2"

1 1/4" 1 1/4"

A

C All directional text 
& graphics

1 1/2" typ.
1 1/2" typ.

3/16" thick rule line

2 3/4"

2 3/4"

2 1/2" cap ht.

1 1/4"

1 1/2"

1 1/2"

1 1/2"

1 1/2"

1 1/2"

1 1/2"

3 1/2"

1/2"
1" cap ht.

1 1/4"

Arrow size is always the
same no matter rotation

Right direction is always
aligned flushed right, bike
symbol remains left of text 

CL

center first line
of text, symbol,

& arrow

Dashed line represents
maximum space for
directional messages

NOTE: Fasteners through the 
face of the sign should not
cover any graphics or text

1 3/4" cap ht.

AC T1 

+20% tracking,
all caps

1"

Dimensions remain the same 
for smaller panel

3'-0"

8"

8"

2"

MESSAGE/ARROW ORDER:
(Top to Bottom)

1. Left

2. Left/Up

3. Right

4. Right/Up

5. Up 

2 3/4"
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SECTION 4

Neighborhood Greenway Directional  
Post-Mounted

B2



Pearl

1'-6"

1'-6"

Install standard wing bracket
 & hardware to withstand 
required windload

ELEVATION - DOUBLE-SIDED
SCALE: 3/4"=1'

PANEL LAYOUT - WITH ARROW
SCALE: 1 1/2"=1'

REVERSE SIDE
SCALE: 3/4"=1'

PANEL LAYOUT - WITHOUT ARROW
SCALE: 1 1/2"=1'

1'-2"

1 1/2"

1 1/4"

2 1/4"

3"

1'-2"

1 1/2"

1 1/4"
Mirror layout on reverse side

D

C

C

NOTE: Fasteners through
the face of the sign should not
cover any graphics or text

1/8" aluminum panel with 
full face retroreflective engineer
grade vinyl face
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SECTION 4

Confidence Marker 
Flag-Mounted

B3.1



11'-0" post

3 1/2" wide galvanized or
aluminum u-channel post
(thickness to withstand
required windload)

Install with standard
u-channel post breakaway
mechanism & hardware
(See TYPICAL INSTALLATION 
Detail)

Ø 2'-6"

D

C

C

NOTE: Fasteners through
the face of the sign should not
cover any graphics or text

1'-9"

1'-9"

4" 8 3/8"

8 3/8"

PANEL LAYOUT - WITH ARROW
SCALE: 1 1/2"=1'

PANEL LAYOUT - WITHOUT ARROW
SCALE: 1 1/2"=1'

ELEVATION (TYPICALLY DOUBLE-SIDED)
SCALE: 3/8"=1'

CL

1/8" aluminum panel with 
full face retroreflective engineer
grade vinyl face

SIDE VIEWFRONT VIEW

FRONT VIEW

MOUNTED TO EXISTING UTILITY POLE
SCALE: 3/8"=1'

ALTERNATE POST
SCALE: 3/8"=1'

Install with stainless
steel straps, appropriate 
brackets/bracing & 
hardware to withstand 
required windload

SIDE VIEW

Sign panel attached to post 
with aluminum L-angles & 
stainless steel tamper-resistant 
pin-in-torx fasteners painted
to match post

Cap post

3" sq. painted aluminum post

ALTERNATE POST INSTALLATION

Direct burial
in concrete,
min. 36” deep

Breakaway 
mechanism
per fabricator

B
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SECTION 4

Confidence Marker 
Post-Mounted

B3.2



 Adapt Section 4 Drawings into Section 5 Drawings

SECTION 5

On-Road Facility Sign Types
On Road Trailblazer

On Road Directional

Confidence Marker



Off road Trails & Bikeways| Wayfinding Sign System Standards  © Guide Studio, Inc.  38

Appendix
Performance Specifications

DESIGN INTENT DRAWINGS

The following drawings/
specifications are for the sole 
purpose of visual design intent only 
and not intended for construction 
purposes. This section should 
always be provided to a Sign 
Contractor when requesting a 
proposal and for instructional 
purposes when developing Shop 
Drawings. The Sign Contractor is 
responsible for engineering, design, 
construction technique, materials 
and installation.

The ORT/Bikeway steward (trail 
manager/municipality) shall 
review the shop drawings only 
for conformance with general 
design intent, and will in no way 
be responsible or liable for any 
results of construction from working 
drawings, materials selection, shop 
drawings, contract documents 
or other agreements other than 
agreements with the Owner 
and Designer authorizing these 
documents.

Sign Contractor shall verify and 
be responsible for all dimensions 
and conditions shown in the Design 
Intent documents. If dimensions 
are unclear — consult the Owner for 
direction. The Owner must review 
shop details prior to fabrication.

PERFORMANCE SPECIFICATIONS 
INTRODUCTION

The purpose of these specifications 
is to serve as a reference which 
identifies materials, construction 
specifications, and quality controls, 
as well as signage contractor’s 
responsibilities and obligations. 
Signage Contractor(s) shall furnish 

and install signs and/or graphics 
as detailed on drawings and/or 
described in these specifications.

Refer to these performance 
specifications for details on 
designer expectations of Sign 
Contractor and fabrication process.

QUALITY ASSURANCE

A. The Signage Contractor shall 
be responsible for the quality 
of materials and workmanship 
required for execution of this 
contract including the materials 
and workmanship of any firms 
or individuals who act as sub-
contractors.

B. The Signage Contractor should 
have experience with projects of 
similar size and materials with 
the project.

C. It is intended that the work de-
scribed in these documents be 
of sound, quality construction. 
The Signage Contractor shall 
be solely responsible for the 
inclusion of adequate amounts 
to cover installation of all items 
indicated, described and/or 
implied.

D. Use only personnel thoroughly 
skilled and experienced with 
the products and methods for 
fabrication and installation of 
signage specified.

E. Materials and hardware not 
specified, but necessary to the 
complete functioning of the sign, 
shall conform to the quality 
level established.

COMMENCEMENT

The work described in these 
documents shall only begin when 
a purchase order has been issued 
to the Signage Contractor with 

instructions to proceed, provided 
other requirements have been met.

CONTRACT ADMINISTRATION

Reviewing the quality and progress 
of the work and submittals received 
from the Signage Contractor, the 
Owner has no responsibility to 
assist the Signage Contractor in 
the supervision or performance 
of work. No action by the Owner 
shall in any way relieve the Signage 
Contractor from the responsibility 
for the performance of the work 
in accordance to the contract 
documents, or give rise to any 
negligence or other action against 
the Owner or anyone acting for 
their behalf.

Signage Contractor shall 
allow Owner or an authorized 
representative (Designer) access 
to his plant, excluding such areas 
or processes judged by the Sign 
Contractor to be proprietary 
in nature for the purpose of 
inspecting production techniques, 
materials, or other items related 
to the manufacturing of which the 
Owner is committed, or which may 
be contemplated.

Upon notification from the Signage 
Contractor that the work is 
complete, the Owner or authorized 
representative (Designer) will 
inspect the final installation for 
compliance with all approved 
documents.

 
RETAINAGE

The provisions and conditions 
governing retainers are provided 
in the contract documents of the 
Owner. All payments and invoices 
shall be submitted to the Owner 
for initial approval. The Owner will 
review all invoices for accuracy and 

completion of work.

ARTWORK

The Signage Contractor will 
produce all artwork for all symbols 
and lettering, and will submit to 
the Owner for review prior to 
fabrication. Artwork for specific 
items and logos, as noted on 
the drawing documents, shall be 
provided electronically by the 
Owner. All other artwork, as well as 
final artwork for final fabrication 
(including reproducible film 
positives) is to be provided by the 
Signage Contractor.

FIELD DIMENSIONS

Field dimensions shall be taken by 
the Signage Contractor prior to 
preparation of shop drawings and 
fabrication where possible. Time 
shall be allowed for trimming and 
fitting wherever the taking of field 
measurements before fabrication 
might delay work. Sign Contractor 
is to alert the Owner if a particular 
sign type or location does not fit 
per the Design Intent. 

PARTS

All supplementary parts necessary 
to complete each item shall 
be furnished by the Signage 
Contractor. Even though such 
parts are not definitely shown or 
specified, all anchors and other 
fasteners for securing work shall be 
included.

SIGN CONTRACTOR 
RESPONSIBILITY

The graphic design requirements 
shown by the details on the 
sign drawing documents are for 
design intent only and intended 
to establish basic dimensions of 
units or modules, profiles and sight 
lines of members, and appearance. 

Within these limitations, the 
Signage Contractor is responsible 
for fabrication of the entire system, 
and to make whatever modifications 
of and additions to the details as 
may be required. Maintain the 
visual design concept as shown 
including members sizes, profiles 
and alignment of components as 
accurately as possible.

The Signage Contractor shall 
supplement the general design 
shown with detailed shop drawings 
for the Owner’s approval. The 
shop drawings shall include major 
aspects of the system proposed, 
such as sections, shapes and 
connections of components and 
joints, how temperature movement 
is handled, venting, and anchorage 
to structure.

STATEMENT OF APPLICATION

The Signage Contractor, by 
commencing the work of 
the project, assumes overall 
responsibility, as part of his 
warranty of the work, to assure 
that all assembled components 
and parts shown that are 
required within the work of this 
project comply with the contract 
documents. The sign contractor 
shall fully warrant:

A. That all components specified, 
or required, to satisfactorily 
complete the installation, are 
compatible with each other and 
with the condition of installed 
and expected use.

B. The overall effective integration 
and correctness of individual 
parts and the whole system.

C. Compatibility with adjoining 
substrate, materials and other 
work by other trades.
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D. There shall be no premature 
material failure due to improper 
design of fabrication of the 
system. All materials are to fully 
perform to their normal life 
expectancy.

STATEMENT OF EXECUTION

The Signage Contractor shall be 
responsible for all work done under 
this contract, including:

A. Faulty or improper work of 
subcontractor(s) and others 
under him by contract or other-
wise.

B. Diligent execution of work and 
giving personal attention and 
supervision to the same until 
complete.

C. All delays caused by neglect on 
the part of the Sign Contractor 
or those under him by contract 
or otherwise.

D. Compliance with all laws, ordi-
nances and regulations bearing 
on the conduct of the work as 
drawn and specified.

E. Obtaining, at the Sign Contrac-
tors own cost, inspection certifi-
cates which may be required of 
the project by local authorities, 
or any other governing body. 
The Signage Contractor shall 
procure and pay for all permits, 
licenses and approvals neces-
sary for the execution of the 
work.

F. Applicable Engineering Stamps: 
On all drawings which are 
intended to convey engineering  
information and services, a title 
block should be provided. The 

title block should contain:

1. The name and location of the 
firm providing the engineer-
ing services;

2. The name of the project and 
project location;

3. The client for whom the 
services have been provided;

4. The date the work was com-
pleted.

 In addition, the title block may 
contain identification of those 
who prepared and checked the 
documents, as well as drawing 
numbers and such similar inci-
dental items as are customary.

 Similar information shall be 
provided on the title page of all 
specifications and reports

 Engineers should legibly indi-
cate their name and business 
address on all engineering docu-
ments. Engineering documents 
which are issued for preliminary 
or conceptual use shall clearly 
note the intended purpose of 
such documents. When ele-
ments of the project are shown 
on an engineering document 
only for information or clarifica-
tion and the Engineer does not 
intend to accept responsibility 
for the elements, the engineer 
shall clearly note on the 
documents the extent of his/her 
responsibility.

 Engineers should clearly note 
on any preliminary engineering 
documents that such docu-
ments are not in final form, but 
are being transmitted to the 
public agency for review, com-

ments and interpretations. The 
documents may subsequently 
be revised by the engineer to 
reflect resolution of issues with 
the public agency prior to final 
action by the agency. Changes, 
revisions and modifications to a 
project may prompt additional 
document submittal for agency 
approval action on the same 
project.

SPECIAL INSTRUCTIONS

Signage contractor shall halt the 
graphics work when notified of a 
proposed change, or unsatisfactory 
results are anticipated. Signage 
contractor shall notify the Owner 
or authorized representative 
immediately and proceed only after 
receiving additional instructions 
from the Owner or authorized 
representative.

PROTECTION & HANDLING OF 
PRODUCTS

Signage contractor shall store all 
graphic items under cover and off 
ground; handle in such manner as 
to protect surfaces and to prevent 
damage during storage, transport, 
installation and throughout 
remaining construction; protect 
exposed finishes by covering with 
adhesive paper or other suitable 
covering where adhesive is not 
appropriate for finish material; and 
apply covering prior to shipment 
from the fabricator or finishing 
shop. The covering shall not 
adversely affect finish. Signage 
contractor shall remove protective 
coverings when there is no longer 
any potential for damage to the 
graphics work from other work yet 
to be performed.

SHIPPING & TRANSPORTATION

Signage Contractor will be 
responsible for proper shipping and 
transportation of all signage to the 
job site and will specify whether 
it will be common carrier or their 
own trucks. Signage Contractor will 
be liable for all damage incurred 
during shipping and loss of time in 
the installation schedule.

STORAGE OF EQUIPMENT

Space for storage of material prior 
to installation will be designated by 
the Owner. The Signage Contractor 
must give advance notice of 
deliveries and space requirements 
so the proper provision may be 
made. If deliveries are to be made 
to the premise at times other than 
normal working hours, the Signage 
Contractor will be required to 
reimburse Owner for any overtime 
costs incurred by Owner.

WARRANTY

Upon final completion, the Signage 
Contractor will warrant all work and 
materials to be full and complete 
in accordance with the contract 
documents and the agreement 
between Owner and Signage 
Contractor, and requirements 
appertaining thereto; that all work 
and materials are free from any 
and all defects and imperfections, 
and fully meet the manufacturer’s 
published performance criteria for 
use and purposes for which each 
and every part is specified.

The Signage Contractor also agrees 
that, should any defect develop 
or appear, which the Owner finds 
was not caused by improper use, 
the Signage Contractor shall 
promptly, upon demand, fully 

correct, substitute and make good 
any such defective material without 
cost to the Owner and will save the 
Owner harmless against any claim, 
demand, loss or damage by reason 
of any breach of this warranty.

The period of this warranty shall 
commence on the date on which 
the Owner determines the Signage 
Contractor has met all Final 
Completion requirements. The 
period of said warranty shall last 
twelve (12) months unless otherwise 
specified.

SUBMITTALS

By the approval and submission 
of shop drawings and samples, 
the Signage Contractor thereby 
represents that he has determined 
and verified all field measurements, 
including heights, field construction 
criteria, materials, catalogue 
numbers and similar data or will 
do so, and that he has checked and 
coordinated each shop drawing 
and sample with the requirements 
of the work and the contract 
documents. All submittals and shop 
drawings are to be submitted to the 
Owner/Steward for review. 

A detailed graphic schedule by 
phases of production and installation 
is to be submitted by the Sign 
Contractor within five (5) business 
days of receiving a purchase order 

Samples: Submit (1) 3" x 3" sample 
of each material, color and finish 
of exposed materials, accessories 
and fasteners, or final material 
substrate to be used in the project.

Copy Layouts: Copy layouts are 
to be provided for each sign type. 
Submit scaled drawings of typical 
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sign faces showing copy layout. 
For multiple message sign types, 
a typical of each variation to the 
original layout should be provided.

Manufacturer’s Data: Signage 
Contractor shall submit (1) copy 
of the manufacturer’s printed 
specifications, anchorage details 
and installation, and maintenance 
instructions for all products to be 
used in the fabrication of signs and 
graphics work.

Shop Drawings: Submit (1) 
one copy of electronic shop 
drawings in 11" x 17" format for 
the manufacturing, fabrication 
and erection of signs and graphic 
work at large scale. Show joints, 
anchorage, accessory items, and 
finishes.

A. Acceptance of shop drawings 
does not in any way change the 
documents. Documents may 
only be changed in writing.

B. The Signage Contractor is 
responsible for reviewing shop 
drawings for conformance with 
the Design Intent documents 
and notifying, in writing, the 
Owner/Steward and Designer of 
any variation from the docu-
ments.

C. Changes to the shop drawings 
are to be made by the Signage 
Contractor as directed by the 
Architect/Designer.

SUBSTITUTIONS

Any substitution requested will be 
considered under these cases:

A. When specified product is not 
available.

B. When certain product or pro-
cess is specified, a warranty of 
performance is required, and, in 
the judgement of the Signage 
Contractor, the specified prod-
uct or process will not produce 
the desired results.

C. When such substitutions are in 
the best interest of the Owner.

The Sign Contractor shall furnish 
with the request for substitution 
such drawings, specification 
samples, performance data and 
other information as may be 
required of him to assist the Owner 
and Designer in determining 
whether the proposed substitution 
is acceptable. The burden of 
proof shall be upon the Signage 
Contractor that the proposed 
substitution:

A. Is equal in quality and service-
ability to the specified item;

B. Will not entail changes in details 
and construction related to work;

C. Will be acceptable in consider-
ation of the required design and 
artistic effect;

D. Will provide cost advantage to 
the Owner.

Proposed substitutions will be 
made after the apparent successful 
bidder has been selected and not 
during the bid phase. Signage 
Contractor shall submit requests 
for substitutions to the Owner and 
Designer in writing with the first 
round of shop drawings, giving 
sufficient information and samples 
for evaluation with the differences 
in costs, if any. Substitutions must 
be approved in writing by the Owner 
and Designer before they may be 

used.

PRODUCTS OF FABRICATION

Shop fabrication and tolerances 
shall conform to the standards of 
the industry. Perform high-quality, 
professional workmanship. Attach 
materials with sufficient strength, 
number and spacing not to fail. 
Fabricate all work to be truly 
straight, plumb, level and square 
and to sizes, shapes and profiles 
indicated on the approved shop 
drawings.

MATERIALS & WORKMANSHIP

A. The contractor shall use, when-
ever possible, standard sizes 
and readily available materi-
als to reduce cost of fabrica-
tion. All materials shall be of 
the highest quality and shall 
meet all industry standards. To 
establish a standard quality, 
design and function desired, 
portions of the Design Intent 
Documents and specifications 
may be based on products or 
manufacturers herein. When 
specific products are men-
tioned, it should be noted that 
the manufacturers of similar 
products may be considered for 
approvals as “equal” by the De-
signer upon receipt of adequate 
supporting data.

B. All materials utilized for the 
work of this contract shall meet 
all applicable codes, including 
Fire and Life Safety codes, of 
authorities having jurisdiction 
over the projects. The Sign Con-
tractor shall immediately report 
any discrepancies to the Owner 
for resolution. The Contractor 

shall not substitute products 
without obtaining prior written 
approval from the Owner and 
Designer.

C. All sign faces shall be smooth 
and even, free from imperfec-
tions and disfiguring caused by 
such things as welding, material 
being too thin, fasteners and 
welds not being ground smooth, 
oil canning, staining, discol-
oration or uneven coloration, 
puckering, or any other prob-
lems not specifically mentioned 
herein.

D. Climate conditions of the 
project site must be considered 
and the sign units designed and 
engineered to prevent problems 
caused by weather, expansion, 
contraction, condensation, and 
any other possible problems 
resulting from exposure to the 
elements.

E. Weep holes, heat vents, etc. 
shall be considered for incorpo-
ration by the Sign Contractor 
on each sign type as required 
and/or necessary. Weep holes, 
vents, access panels and other 
functional, but non-aesthetic, 
components must be placed 
so as to be inconspicuous as 
possible. All such items must be 
shown on the shop drawings for 
approval prior to fabrication.

F. All finish work shall be smooth 
and free from abrasion, tool 
marks, visible welds, exposed 
fasteners or similar defects. All 
corners, reveals and joints shall 
be milled to matching adjoining 
pieces and shall be fabricated 

so that they are straight and/or 
configured to match the Design 
Intent Documents.

G. Defective workmanship of any 
type shall not be tolerated and 
will result in rejection of the 
supplied product.

SYSTEMS PERFORMANCE 
REQUIREMENTS

Engineer, fabricate and install signs 
to meet Performance Requirements 
included in these Specifications and 
the following criteria:

A.  Code Compliance: Work, includ-
ing structural loading, shall 
comply with all applicable 
Federal, State and Local Codes 
and applicable regulations of 
authorities having jurisdiction 
including ADA compliance.

B.  Design Criteria: The Drawings 
and Specifications indicate sizes, 
colors, layouts, profiles, critical 
details and dimensional require-
ments of signs.

C. Windloading: All sign types and 
supporting devices, anchorage, 
etc. must be designed to with-
stand a wind speed of 100 mph 
on the total sign area applied in 
all directions and comply with 
all applicable codes.

D. Thermal Movement Temperature 
Change (range): 120 degrees 
Fahrenheit ambient, 180 degrees 
Fahrenheit material surfaces.

E. Control of Corrosion: Prevent 
galvanic action and other forms 
of corrosion by insulating met-
als and other materials from 
direct contact with incompatible 
materials.
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ARTWORK

Artwork for specific signs, logos and 
symbols, as noted on the drawing 
documents, shall be provided 
electronically by the Owner for 
the contractor’s use in producing 
electronically cut type, images, 
patterns. This is the only acceptable 
source of art. Do not use artwork 
included as part of these Documents 
for final photography or digitizing. 
All other artwork, including final 
layouts for fabrication, is to be 
provided by the Signage Contractor 
for review by Owner/Steward. 

TYPOGRAPHY & GRAPHICS

A. The typefaces for this project 
shall be indicated on Page 10 of 
the design intent drawings.

B. Sign Contractor shall report any 
discrepancies or conflicting sign 
specifications, such as message 
too long for specified format, to 
the Designer for resolution.

C. Sign Contractor shall not use 
artwork included as part of 
these Documents for final pho-
tography or digitizing.

D. All fonts specified must be pur-
chased by the Sign Contractor 
for use in this program.

E. All final output or implementa-
tion of typography and graphics 
are to be sharp (without ser-
rated or irregular edges) and  
exactly true to the letter style 
and/or design form.

F. Sign Contractor shall allow for 
hand kerning of messages, at 
no additional cost, in which 
letters and numbers, although 
adequately spaced, appear to 

the Designer to be less readable, 
or unsatisfactorily spaced.

DIGITAL GRAPHICS

Use opaque continuous tone photo 
print – 5,000 DPI per sq. inch. 
Applied graphics should securely 
adhere to sign surfaces, and be 
applied smoothly: free of peeling, 
bubbling or other application 
defects. Graphics are expected to 
resist peeling and hold to applied 
surfaces. All digital graphic prints 
to be UV resistant and suitable for 
exterior use under direct sunlight.

COLOR

A. Provide products matching 
those listed on Page 7 in both 
color and quality. For colors 
requiring a match provide paint 
products which best match 
the Pantone® swatch specified. 
Samples shall be submitted in 
accordance with the require-
ments listed above for ap-
proval prior to fabrication. Color 
breaks that occur on the sign 
face are to be sharp even, with 
no serration or color bleed. All 
splatters, drips, spills and over 
sprays shall be removed.

B. Consult the Design Documents 
to ascertain all sign components 
to receive color. 

C. Coatings are to accurately 
match the color specified. The 
number of coatings must be 
adequate to achieve the color 
specified. Three (3) samples 
of each color using the actual 
coating type must be submitted 
for approval prior to production, 
in accordance with the Submit-

tals section of these Specifica-
tions.

FINISH

A. All coating applications are to 
be smooth and consistently uni-
form. The cured coating surface 
is to have a uniform finish that 
matches the specified color and 
finish.

B. Exact identification of all coat-
ings and a description of the 
method of application shall be 
identified in the Shop Drawings.

C. Color breaks that occur on the 
sign face are to be sharp, even, 
with no serration or color bleed. 
All splatters, drips, spills and 
over sprays shall be removed.

SCREEN PRINTED MEDIA

A. All screen-printed graphics shall 
be produced with ABS paint 
compatible with the substrate, 
using mesh of 390 or finer to 
produce clean, sharp edges.

B. All media are to be opaque, with 
full even coverage, and free 
from dust bubbles, blemishes 
and other foreign matter.

C. There shall be no streaking cre-
ated by drawing squeegee over 
screen.

VINYL

A. Provide high performance vinyl 
film as indicated on the Draw-
ings, 2 mil maximum thickness, 
with pressure sensitive adhesive, 
suitable for outdoor application 
to vinyl, painted surfaces, and 
metal applications. All machine 
cut vinyl typography and graph-

ics are to be on high-grade self-
adhesive 2 mil maximum high 
performance, cast vinyl films 
with a minimum of (7) years 
durability or approved equal (or 
otherwise noted). The applica-
tion of the vinyl characters is 
to be smooth, without bubbles, 
ridges or other imperfections. 
All vinyl typography (including 
letters, arrows, numbers, sym-
bols, logos, etc.) shall be digi-
tally reproduced, and machine 
cut.

B. Surface coatings should be 
allowed to dry a minimum of 3 
to 4 days before applying vinyl 
letters or graphics in order to 
avoid bubbles forming in the 
vinyl from out-gassing of the 
curing coating.

C. Letters for sign panels are to 
have positionable pressure-acti-
vated gray pigmented adhesive 
to provide minimal color show 
through.

ALUMINUM & STEEL

Separation of Metals: There shall be 
no bare aluminum in contact with 
any other metals, wood or concrete. 
Contact surfaces shall be separated 
by a coating of zinc chromate and 
aluminum paint, or a heavy body 
bituminous paint or by a gasket.

PAINTS/COATINGS/FINISHES

A. Surface Preparation: Remove 
mill scale and rust, if present 
from uncoated steel and prime 
for painted finish.

B. All coating applications are to 
be smooth and consistently uni-
form. The cured coating surface 

is to have a uniform finish that 
matches the specified color and 
finish.

C. Color breaks that occur on the 
sign face are to be sharp even, 
with no serration or color bleed. 
All splatters, drips, spills and 
over sprays shall be removed.

D. Exact identification of all coat-
ings and a description of the 
method of application shall be 
identified in the Shop Drawings.

E. Only highest quality 2-part 
catalyst-hardened acrylic 
polymer coatings are to be used. 
Color fastness is of utmost 
importance as well as quality 
and other assurances against 
abnormal deterioration such as 
peeling, cracking, crazing, etc.

F. Coatings shall be prepared as 
designated by the manufactur-
ers latest literature for surface 
preparation and application 
but in no case less than one (1) 
applicable primer coat and two 
(2) final full coats. All finished 
surfaces shall be uniform.

G. All coatings (paint, ink, etc.) 
should have UV inhibitors, and 
should not fade or discolor 
when exposed to ultraviolet 
light.

H. Protect mechanical finishes on 
exposed surfaces from damage 
by applying strippable, tempo-
rary protective covering before 
shipping.

I. All paint finishes are to be satin 
unless otherwise noted in the 
Design Drawings.
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FASTENERS

A. Use fasteners fabricated from 
metals that are not corrosive to 
the sign material and mounting 
surface. All dissimilar materials 
must be separated from contact 
with each other. Fasteners shall 
be compatible with adjacent 
materials and substrates. Paint 
fasteners color of background if 
they cannot be concealed.

B. Use nonferrous metal or hot-
dipped galvanized anchors and 
inserts for exterior installations 
and elsewhere as required 
for corrosion resistance. Use 
expansion bolts or other fasten-
ing devices for drilled-in-place 
anchors designed to withstand 
all required loads. Furnish in-
serts, as required, to be set into 
concrete or masonry work.

FABRICATION

Signage Contractor shall provide 
sign copy to comply with the 
requirements indicated for size, 
styles, spacing, content, positions, 
materials, finishes, and colors of 
letters, numbers and symbols, and 
other graphic devices and construct 
to accurate details and dimensions 
as shown, and as reviewed on 
shop drawings. Exposed fasteners 
on finished sign faces will not 
be allowed, unless specifically 
indicated. Signage Contractor 
shall conceal wiring, conduit, and 
other electrical items within sign 
enclosures.

A.  Shop Assembly: Preassemble 
items in shop to greatest extent 
possible to minimize field splic-
ing and assembly. Disassemble 

units only as necessary for ship-
ping and handling limitations. 
Clearly mark units for reassem-
bly and coordinated installation.

B.  Welding: All welding procedures 
shall conform to applicable AWS 
specifications. Type of alloy 
filler metal and electrodes to be 
that which is recommended by 
producer of metal to be welded, 
and as required for color match, 
strength and compatibility in 
the fabricated items.

C.  Flatness of Panels: Message 
panels shall show no visible dis-
tortion when viewed in installed 
position.

D. Cutting/Routing: Cut and route 
in a manner to produce smooth, 
true, and clean edges and 
corners of finished graphics 
and letter forms. Graphics and 
letter forms having positive or 
negative corners, nicked, cut or 
ragged edges are not accept-
able. Align and maintain parallel 
baselines and margins as indi-
cated on the drawings.

E.  Screen Printed Media: All screen 
printed media shall be produce 
with paint compatible with the 
substrate, using mesh of 305 
or finer to produce clean sharp 
edges. All media is to be opaque 
with smooth even coverage and 
free from dust, bubbles, blem-
ishes and other foreign matter. 
There shall be no streaking from 
drawing squeegee over screen.

EXECUTION

Quality and acceptability of the 
fabricators’ work will be monitored 

throughout the fabrication and 
installation phases of the project. 
Work will be reviewed by the Owner.

A. Shop Reviews: Contractor shall 
notify Owner at least 48 hours 
in advance of operations requir-
ing reviews. 

B. Site Reviews: Upon arrival of 
any shipment of sign units or 
materials, the Sign Contractor 
shall inspect the shipment to 
verify that no damage has oc-
curred that will adversely affect 
the performance or appearance 
of the units or materials. The 
Owner/Designer shall not ac-
cept, as approved, any units or 
materials previously rejected by 
the Designer and not repaired 
or revised to the Designers 
satisfaction. 

C. Sign Locations: The Sign Con-
tractor shall field-verify all pro-
posed sign locations in the field 
and conduct a walk-thru with 
the Construction Manager/De-
signer in order to obtain a writ-
ten approval of the proposed 
locations before installation of 
the sign units. All locations must 
be permitted through the City’s 
process (by Sign Contractor). 

 
D. Punch List: Immediately 
after installation of the signs, 
the Sign Contractor shall ar-
range for the Designer to review 
the work in place and give 
written notice of any deviations, 
errors, omissions or other unac-
ceptable condition in a punch 
list to be prepared and distrib-
uted to the proper fabricators or 

consultants for correction.

E. Final Sign-Off: At final comple-
tion of all work, including punch 
list items for each group of 
signs, the Sign Contractor shall 
arrange for a final review by the 
Construction Manager/Architect 
or Designer for the purpose of 
obtaining a written approval of 
the fabrication and installation 
of the units.

INSTALLATION

The installation of fixed materials 
shall be under the general 
direction of the Owner/Designer 
in accordance with applicable 
specifications and layout drawings.

A. Preparation: Signage Contrac-
tor shall coordinate setting 
drawings, diagrams, templates, 
instructions and directions for 
the installation of items having 
integral anchors which are to be 
embedded in concrete. Signage 
Contractor shall coordinate de-
livery of such items to applica-
ble trades for installation. Sign 
Contractor is also responsible 
for procuring any obstruction 
permits that may be neces-
sary while installing within city 
streets and public right-of -ways.

B. Delivery to Premise: Sign Con-
tractor is responsible for secur-
ing staging and storage areas. 
Unless indicated to the contrary, 
items of loose material shall be 
delivered, uncrated, assembled, 
set in proper place and installed 
ready for use, free from break-
age, blemishes or other defects.

C. Anchors and Inserts: Signage 

Contractor shall furnish inserts 
and anchoring devices which 
must be set in concrete or built 
into masonry for installation of 
this work, provide setting draw-
ings, templates, instructions 
and directions for installation of 
anchorage devices and provide 
units with exposed surfaces 
matching the texture and finish 
of metal item anchored.

D. Cutting/Fitting/Placement: 
Signage Contractor shall 
perform all cutting, drilling and 
fitting required for installation, 
set work accurately in location, 
alignment and elevation, plumb, 
level and true, measured from 
established lines and levels, and 
provide temporary bracing or 
anchors as required.

 Signage Contractor shall form 
tight joints with exposed con-
nection accurately fitted with 
uniform reveals and spaces 
for sealants and joint fillers. 
Where cutting, welding and 
grading are required for proper 
shop fitting and jointing of the 
work, Signage Contractor shall 
restore finishes to eliminate any 
evidence of corrective work.

  
Signage Contractor shall not cut 
or abrade finishes which cannot 
be completely restored in field. 
Signage Contractor shall return 
items with such finishes to the 
shop for required alterations, 
followed by complete refinish-
ing or providing new units at 
Signage Contractor option.

E. Erection: All surfaces shall 
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be covered with protective 
non-deleterious to finish for 
protection until final installation 
or erection. Signage Contractor 
shall complete all connections 
in proper alignment and tighten 
bolts securely. Leveling is to 
be done only by instruments; 
measuring equal distances from 
existing surfaces will not be 
acceptable as a basis of level 
and/or plumb. After erection, all 
surfaces marred during erection 
and exposed bolts, bolt heads, 
etc., shall be retouched with 
same paint as previous.

F. Protective Coverings: Sign 
Contractor shall restore protec-
tive coverings which have been 
damaged during shipment or 
installation of the work, remove 
protection when requested 
for inspection of finishes and 
replace, retain protective cover-
ings intact and remove simul-
taneously from similar finished 
items to preclude non-uniform 
oxidation and discoloration and 
remove protective coverings 
only when there is no possibility 
of damage from other work yet 
to be performed at the same 
location.

G. Cleaning of Premises/Signs: 
The Signage Contractor shall 
use special care in the disposi-
tion of excess materials and 
rubbish. Rubbish shall not be 
allowed to accumulate but shall 
be consistently collected and 
removed at the completion of 
this work, on a daily basis. After 
installation, Signage Contractor 
shall clean soiled sign surfaces 

according to manufacturer’s 
written instructions, protect 
signs from damage until accep-
tance of Owner and touch up all 
nicks, scratches, fasteners that 
require color.


